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Date: February 18, 2022
Project #: 1059321.001

Addendum: 001

Owner Name: City of Scranton
Prepared and Submitted by: Raymond T. Leary, Construction Manager

RE: CITY OF SCRANTON 2022 OECD STREET IMPROVEMENTS PROJECT

TO: Prospective Bidders

This Addendum shall be incorporated into the Contract Documents and shall take precedence over
any instructions that conflict therein. All items contained herein shall be considered in preparation of
your proposal for the subject Projects. Acknowledge receipt of this Addendum in the space provided
on your Form of Proposal. Failure to do so may subject Bidder to disqualification.

This Addendum consists of 2 pages, plus attachments as noted.

GENERAL:

1.1. Revise and update bid form quantities and items.

1.2.  Add a pipe cleaning item and specification to the contract.

1.3.  Add a pipe item and specification to the unit price section.

1.4. Revise the bid opening date to February 28, 2022 @ 10:00 am.

1.5.  Update the Davis Bacon wage rates to General Decision Number: PA20220006 02/11/2022

ANSWERS TO QUESTIONS SUBMITTED:

1.6. Q: Wheeler Avenue was recently paved. If this won’t be part of the contract are the HC
ramps on it still part of the project?

A: The paving will be removed from the bid tabs. The curb ramps will still be installed.

1.7.  Q: South Webster was recently paved from Gibbons St to Genet St. That leaves only 1
block not recently paved.

A: The section from South Webster to Gibbons ST will be removed from the contract,
however the section from Genet Street to Pear Street will still be paved.
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1.8. Q: Thereis a RR crossing on Capouse Ave. Is it active? Is the contractor responsible for
the pavement markings and RR inspectors?

A: Yes the contractor is responsible for the railroad inspection costs. The contractor is to
include in their bid the cost for inspection for the railroad inspector along with the
coordination with the railroad.

1.9. Q: Can you provide some clarification for the scope of work for the pipe replacement on
West Locust? Where is the pipe? | need to look at all the incidentals if we have to get into the
sidewalks. There is 1,200 LF in one part of the bid packet and the bid tab states DeSales
Ave to Parrott Ave. That block is about 600 LF.

A: The bid form and quantities have been updated.

1.10. Q: Is the mercantile tax going to be charged on this project?

A: Mercantile tax will be collected on behalf of the school district.

ATTACHMENTS:

1. Reformatted Project Manual

Contractor shall acknowledge receipt of this Addendum on the Bid Form.

End of Addendum #001 (2 page)
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CITY OF SCRANTON Office of the Controller Dropbox:

https://www.dropbox.com/request/jGue3w...
For 2022 Street Improvements Project — Project #1-PAV-2022-1059321.001

GENERAL INFORMATION

The Proposal shall be submitted by online Drop Box submission labeled:
Proposal — RFP — 2022 Street Improvements Project — Project
#1-PAV-2022-1059321.001 City of Scranton Office of Community
Development’

Proposals will be handled confidentially by the City during the pre-award process. The proposal shall be
binding for a period of ninety (90) days from the due date for submission. The City of Scranton will not be
responsible for any expenses incurred by a proposer in connection with this procurement.

.REQUEST FOR PROPOSALS PACKAGE DOCUMENTS
The Request for Proposal (RFP) Package of Documents are attached for review and signature. These

documents include: Affirmative Action Certification, Certificate of Non-Segregated Facilities,
Non-Collusion Affidavit, Disclosure for Current Contractors, Verification of Contractor Eligibility and
Termination of Ineligible Contractors, Bidders Understanding, Bid Bond, and Compliance with Air and
Water Act.

.SCOPE OF SERVICES
The City of Scranton is seeking services for ADA ramps and street paving to include transition and full

width milling as indicated, overlays consisting of (2 %4” depth) superpave asphalt wearing course,
superpave asphalt scratch coat (90#/SY), asphalt tack coat, line painting and maintenance, and
protection of traffic. Work is to be performed in accordance with the specifications to be obtained from
the City of Scranton Office of Community Development.

TERM The term of any agreement resulting from this Request for Proposals shall be for a period of one
(1) year and may be renewed for an additional one (1) year by the City of Scranton.

TIMING OF PERFORMANCE. The successful Proposer will be required to begin the project on or before
April 1, 2022, a reasonable period of time. And complete the project prior to October 31, 2022. The
Proposer will provide the City of Scranton Office of Community Development their detailed timeline for
the project and will receive City approval before moving forward. Implementation of and adherence to
the timeline is expected, however, reasonable extensions may be granted by the City as needed. Failure
to complete the project within the reasonable timeframe agreed is in violation of the agreement.

QUESTIONS Any questions regarding this Request for Proposals should be directed to the City of
Scranton Office of Community Development via email only to: Ann Marie Jason
anjason@scrantonpa.gov All questions must be received before 10:00 AM. on February 22", 2022.
Inquiries received after that date and time of 10:00 AM on February 22", 2022 will not receive a
response. No telephone calls with questions will be taken.



http://www.dropbox.com/request/jGue3w
http://www.dropbox.com/request/jGue3w
mailto:anjason@scrantonpa.gov

ADDENDA. To ensure consistent interpretation of certain items, answers to questions the City deems
to be in the interest of all will be made available to all respondents via email. Responses to questions
will be issued in the form of an Addendum/Addendum Sign-Off to the Request for Proposals via email
from the following: anjason@scrantonpa.gov The executed Addendum Sign-off should accompany the

submission of your Proposal. Failure to execute any and all Addendum Signoffs provided will make the
Bidder ineligible to bid for the project.

PUBLIC OPENING. Drop box Proposals will be opened and can be watched using the following
livestream link on February 28, 2022 at 10:00 AM: www.youtube.com/user/electriccitytv570



mailto:anjason@scrantonpa.gov
http://www.youtube.com/user/electriccitytv570

GENERAL CONDITIONS

A.No verbal information to bidders will be binding on the City. The written requirements will be
considered clear and complete, unless written attention is called to any apparent discrepancies or
incompleteness before the opening of the proposals. All alterations to the Request for Proposals will be
made in the form of a written communication emailed to all prospective proposers. The communications
shall then be considered to be part of the Request for Proposals.

B. Submission of a proposal will be considered as conclusive evidence of the proposer’s complete
examination and understanding of the request.

c. The City of Scranton reserves the right to reject any and all proposals submitted and to request additional
information from any Proposer. The City of Scranton reserves the right to waive minor irregularities in
the procedures or proposals if it is deemed in the best interests of the City of Scranton. The City also
reserves the right to elect to omit certain properties or portions of work to be performed at its sole
discretion. The City further reserves the right to reject all proposals and seek new proposals when such
procedure is considered to be in the best interest of the City.

D.The award will be made to that responsive and responsible proposer whose proposal, conforming to
requirements of the request, will be most advantageous to the City, price and other factors considered.
The award will be made to the firm with the lowest cost in aggregate.

. The City shall have the right, without invalidating the contract, to make additions to or deductions from
the items or work covered by the Request for Proposals. In case such deductions or additions are made,
an equitable price adjustment shall be made between the City and the Proposer. Any such adjustments
in price shall be made in writing.

r. After notice from the City, the selected proposer will be required to enter into a contract upon receipt of a
Notice of Award. If a contract is not executed by the selected proposer, then the City reserves the right
to retract the Notice of Award and enter into a contract with another proposer.

G.Proposals must be in typewritten form. Unsigned proposals will not be accepted. Proposers are expected
to examine the content of the request and respond accordingly. Failure to do so will be at the Proposer’s
risk.

1. No proposal will be accepted from, or contract awarded to any person, firm or corporation that is in
arrears or is in default to the City upon any contract, or that is a defaulter, as surety or otherwise, upon

any obligation to the City or who had failed to faithfully perform any previous contract with the City.

1. Unless otherwise specified, all formal proposals submitted shall be binding for ninety (90) calendar days
following the bid opening date and may be extended at the agreement of both parties.

7. AUTHORITY: The City of Scranton Office of Community Development has the sole responsibility to



respond to inquiries regarding the Request for Proposals.

K. CONTRACTOR COMPLIANCE. If applicable, each respondent is required to be in compliance with the City
of Scranton local tax requirements. Failure to be in compliance with City of Scranton local tax
requirements may result in bid disqualification and/or voiding of any contract that may result therefrom.

L. CONTRACT TERMINATION. A contract may be canceled by the City by giving the respondent written
notice of intent to cancel.

M.CONTROLLING LAW. This Request for Proposals is governed by and will be construed and enforced in
accordance with the laws of the Commonwealth of Pennsylvania without regard to any conflict of law
provisions.

N.PROPOSAL INSURANCE REQUIREMENTS

By submitting a Proposal, the proposer agrees that it now carries or will carry throughout the term of any
Contract generated as a result of this Request for Proposal, at a minimum, the following types and amounts
of insurance:

Workers’ Compensation Statutory

Employer’s Liability $500,000 per incident/ $500,000 per employee
$500,000 policy limit

Professional Liability $1,000,000 each occurrence
$1,000,000 aggregate

Comprehensive General Liability
(including Blanket Contractual
Liability Insurance)

Bodily Injury $1,000,000 each person
$1,000,000 each occurrence

$2,000,000 aggregate

Property Damage $500,000 each occurrence
Personal Injury $500,000
Comprehensive Automobile Liability
Bodily Injury $500,000 each person
$500,000 each occurrence
Property Damage $1,000,000 each

occurrence Umbrella Policy $1,000,000 per
occurrence/$1,000,000 aggregate
Certificates of Insurance shall be furnished to the City of Scranton upon request.

0.BIDDER’S ETHICS AND COLLUSION
Collusive Bidding: Any firm that submits more than one proposal in such a
manner as to make it appear that one of the proposals submitted is
competitive with that of a different proposer, or any two or more firms that
agree to fix their respective proposals in such a manner as to be awarded the



contract shall be disqualified from further consideration of award of this

contract and shall be subject to any applicable penalties under the law.

Bribery: Any firm that attempts to influence a City official to award this contract to such proposer’s firm by
promising to provide or by providing to such City official any gratuity, entertainment, commission or any
other gift, in exchange for a promise to award the contract to such firm shall be disqualified from further
consideration of award of this contract and shall be subject to any applicable penalties under the law.
Conflict of Interest: Any firm that knows any City official having a material

direct or indirect financial interest in such proposer’s firm shall be required to

submit a written statement, along with the Form of Proposal, detailing such

interest. Failure to disclose a known such financial interest shall result in the

firm’s disqualification from further consideration of award of this contract.

p. INDEMNIFICATION. This agreement shall be binding on the parties hereto, their heirs, successors and
assigns.

Q.OPEN RECORDS LAW/PUBLIC INFORMATION. Under the Pennsylvania Right-to-Know Law (the “Law”),
65 P. S. Section

67.101 et. seq., arecord in the possession of the City is presumed to be a public record subject to disclosure
to any legal resident of the United States, upon request, unless protected by a statutory exception. Any
contract dealing with the receipt or disbursement of funds by the City or the City’s acquisition, use or
disposal of services, supplies, materials, equipment or property is subject to disclosure under the Law. The
following are not subject to disclosure under an exception in the Law:

1. Aproposal pertaining to the City’s procurement or disposal of supplies, services or construction
prior to the award of a contract or prior to the opening and rejection of all bids; and

2. Financial information of a bidder or proposer requested in an invitation to bid or request for
proposals to demonstrate the bidder’s or proposer’s economic capability.

R. TRANSFERS AND ASSIGNMENTS
1. Consultant shall not, without written consent of the City, assign, hypothecate or mortgage this
agreement. Any attempted assignment, hypothecation or mortgage without the consent of the City shall
render this agreement null and void.
2. Neither this agreement nor any interest therein shall be transferable in proceedings in attachment
or execution against bidder or in voluntary or involuntary proceedings in bankruptcy or insolvency or
receivership taken by or against the respondent, or by any process of law including proceedings under
Chapter X and Xl of the Bankruptcy Act.



PROBLEM STATEMENT

The Request for Proposals format for professional services enables the City to thoroughly evaluate the

conditions for selection such as prior class action legal experience with sufficient flexibility in awarding the
contract.

A. REJECTION OF PROPOSALS The City of Scranton reserves the right to reject any and all proposals
received resulting from this request

B. INCURRING COSTS The City of Scranton will not be liable for costs incurred
by the selected proposer prior to the issuance of a contract.

c. A pre-proposal Conference will be held on February 16, 2022 ay 10:00 AM
D.REFERENCES As a requirement for consideration, proposals must include

at least two (2) references, including contact information, who can attest
to the attributes of the proposer.



CRITERIA FOR SELECTION

A. EVALUATION PROTOCOL. All proposals received by the City of Scranton will be reviewed by a member of
the City’s Law Department and a member of the City of Scranton Office of Community Development.
These departments will review the merits of content and select the proposal which most closely meets
the requirements of the Request for Proposals. The final selection may not be the lowest cost proposal
but that which most closely meets the requirements of the City.

B. SELECTION BASED ON QUALIFICATIONS. The proposal selected by the City’s Engineer and City’s Office of
Community Development will be deemed to respond most favorably to the requirements of the
Request.

Conditions relevant to evaluation will include:
1. The experience of the proposer in paving projects as well as a minimum of two (2) professional
references.

2. Documentation of adequate resources and personnel available to complete work in a timely and
professional manner

3. A complete cost proposal including an itemization of fees.

4. A clear narrative description of the proposed effort and a proposed plan of

action including objectives and a detailed timeline for implementation and reaching
the milestones of the project;

5, The company’s compliance with City of Scranton licensing requirements and
local tax requirements



PROPOSAL REQUIREMENTS

Proposals must meet the identified criteria and format. Submission of RFP with “RFP Package of Documents”
is required. Consideration will be based on compliance with those requirements. All other information
considered relevant by the proposer will be included as addenda information to the proposal.

Include the names of executive and professional personnel who will be assigned to the activities of the City
of Scranton Paving Project, including support staff. Resumes for those assigned directly to the activities of
this project may be included in the addenda section.

Payment for Services under this Project shall be on a time and materials, not-to-exceed fee basis. The
Proposal shall include a Cost Proposal which shall identify a schedule of proposed hourly billing rates for all
work to be performed. The Proposal shall include a detailed spreadsheet showing the hours, labor costs,
expenses and total cost for each task in the Project. The Cost Proposal shall include a budget for
reimbursable expenses, including, but not limited to mileage and landfill tonnage. The Cost Proposal shall
also estimate all potential fees associated with obtaining all permits required to complete the Project in
accordance with applicable laws. If the Proposer anticipates additional services not addressed in the Request
for Proposals which, in its opinion, will be required to complete the Project, such additional services shall
be noted, with a general explanation, a brief justification for the services, and a corresponding proposal for
the same. Unless otherwise approved in writing by the City’s Executive Director of Community
Development, the proposer selected shall not be entitled to any payment from the City in excess of the fee
provided. Change orders will not be authorized or permitted without the express consent of the City in
extenuating circumstances.



TECHINICAL SPECIFICATIONS

City of Scranton OECD 2022 Street Improvements
Project
PROJECT # 1-PAV-2022-1059321.00.

Mandatory Pre-Bid Conference: February 16, 2022, 10:00 AM
Barry Isett & Associates, 1170 Highway 315, Suite 3 Wilkes Barre, PA. 18702

Review the Following Requirements

e This is a mandatory pre-bid conference.

» Davis-Bacon wage rates do apply to this project.
* Bids must be received electronically no later than 10:00 AM February 28, 2022
e Submit PDF of your bid to the Controller via Dropbox:

https://www.dropbox.com/request/jGue3w...
* Include one (1) 10% bid bond when submitting bid (one original is acceptable)
» After Contracts are signed, security data has been received,
then approved work shall bestarted on or before April 30,2022
and shall be completed on or before October 31, 2022.
* A 100% performance bond is needed when you sign the contract
* Two signatures are needed from your company when
signing the contract. (Example: President / Secretary
or President / Vice President)
* Bidders required to hold a contractor license in the City of Scranton
* The Interpolation or altering of bid proposal by which
‘tire terms of the specifications are changed shall
cause rejection of the proposal.
* Bidders are invited upon for the following items of work as follows:

IT IS IMPERATIVE THAT YOU ANS\VER ALL QUESTIONS IN THE BID PACKAGE.
FAILURE TO DO SO MAY DISQUALIFY YOU FROM BEING THESUCCESSFUL
BIDDER.

Technical Questions:

Don Totino, P.E. (Project Engineer)

Barry Isett & Associates Phone: 570.285.8176

OECD Program

Ann Marie Jason


http://www.dropbox.com/request/jGue3w
http://www.dropbox.com/request/jGue3w

anjason@scrantonpa.gov

570.348.4216, ext 4257


mailto:anjason@scrantonpa.gov

City of Scranton OECD 2022 Street Improvements Project

PROJECT # 1-PAV-2022-1059321.00

ARTICLE 1 —BID RECIPIENT

1.01

1.02

This Bid is submitted to:
City of Scranton Controllers Office

340 North Washington Avenue

Scranton, PA 18503

The undersigned Bidder proposes and agrees, if this Bid is accepted, to enter into an Agreement with
The City of Scranton in the form included in the Bidding Documents to perform all Work as specified
or indicated in the Bidding Documents for the prices and within the times indicated in this Bid and
in accordance with the other terms and conditions of the Bidding Documents.

ARTICLE 2 — BIDDER’S ACKNOWLEDGEMENTS

2.01 Bidder accepts all of the terms and conditions of the Instructions to Bidders, including without

limitation those dealing with the disposition of Bid security. This Bid will remain subject to
acceptance for 60 days after the Bid opening, or for such longer period of time that Bidder may
agree to in writing upon request of Owner.

ARTICLE 3 — BIDDER’S REPRESENTATIONS

3.01

In submitting this Bid, Bidder represents that:

A. Bidder has examined and carefully studied the Bidding Documents, and any data and reference
items identified in the Bidding Documents, and hereby acknowledges receipt of the following
Addenda:

Addendum No. Addendum, Date

B. Bidder has visited the Site, conducted a thorough, alert visual examination of the Site and
adjacent areas, and become familiar with and satisfied itself as to the general, local, and Site
conditions that may affect cost, progress, and performance of the Work.



Bidder is familiar with and has satisfied itself as to all Laws and Regulations that may affect cost,
progress, and performance of the Work.

Bidder has considered the information known to Bidder itself; information commonly known
to contractors doing business in the locality of the Site; information and observations obtained
from visits to the Site; the Bidding Documents; and any Site-related reports and drawings
identified in the Bidding Documents, with respect to the effect of such information,
observations, and documents on

(1)the cost, progress, and performance of the Work; (2) the means, methods, techniques,
sequences, and procedures of construction to be employed by Bidder; and (3) Bidder’s safety
precautions and programs.

Bidder agrees, based on the information and observations referred to in the preceding
paragraph, that no further examinations, investigations, explorations, tests, studies, or data are
necessary for the determination of this Bid for performance of the Work at the price bid and
within the times required, and in accordance with the other terms and conditions of the Bidding
Documents.

Bidder is aware of the general nature of work to be performed by Owner and others at the Site
that relates to the Work as indicated in the Bidding Documents.

Bidder has given Engineer written notice of all conflicts, errors, ambiguities, or discrepancies
that Bidder has discovered in the Bidding Documents and confirms that the written resolution
thereof by Engineer is acceptable to Bidder.

The Bidding Documents are generally sufficient to indicate and convey understanding of all
terms and conditions for the performance and furnishing of the Work.

The submission of this Bid constitutes an incontrovertible representation by Bidder that Bidder
has complied with every requirement of this Article, and that without exception the Bid and all
prices in the Bid are premised upon performing and furnishing the Work required by the Bidding
Documents.

ARTICLE 4 — BIDDER’S CERTIFICATION

401 Bidder certifies that:

A.

This Bid is genuine and not made in the interest of or on behalf of any undisclosed individual or
entity and is not submitted in conformity with any collusive agreement or rules of any group,
association, organization, or corporation.

Bidder has not directly or indirectly induced or solicited any other Bidder to submit a false or
sham Bid.

Bidder has not solicited or induced any individual or entity to refrain from bidding; and

Bidder has not engaged in corrupt, fraudulent, collusive, or coercive practices in competing for
the Contract. For the purposes of this Paragraph 4.01.D:

1. “Corrupt practice” means the offering, giving, receiving, or soliciting of anything of value
likely to influence the action of a public official in the bidding process.

2. “Fraudulent practice” means an intentional misrepresentation of facts made (a) to influence
the bidding process to the detriment of Owner, (b) to establish bid prices at artificial non-
competitive levels, or (c) to deprive Owner of the benefits of free and open competition;

3. “Collusive practice” means a scheme or arrangement between two or more Bidders, with or
without the knowledge of Owner, a purpose of which is to establish bid prices at artificial,



non- competitive levels; and

4. “Coercive practice” means harming or threatening to harm, directly or indirectly, persons or
their property to influence their participation in the bidding process or affect the e execution
of the Contract.

1. Specifications (General Requirements). The itemization in the Bid Form

4.01 Bidder agrees that the Work will be substantially complete within 185 calendar days after the date
when the Contract Times commence to run as provided in Paragraph 4.01 of the General Conditions
and will be completed and ready for final payment in accordance with Paragraph 15.06 of the
General Conditions within 184 calendar days after the date when the Contract Times commence to
run.

4.02

5.01

6.01

Bidder accepts the provisions of the Agreement as to liquidated damages.

ARTICLE 5

The following documents are submitted with and made a condition of this Bid:

LONOUNTAWNE

Affirmative Action Certification

Certificate of Non-Segregated Facilities

Non-Collusion Affidavit

Disclosure for Current Contractors

Section 3 Certification

Verification of Contractor Eligibility and Termination of Ineligible Contractors
Bidders Understanding

Bid Bond

Compliance with Air and Water Act

ARTICLE 6 — DEFINED TERMS

The terms used in this Bid with initial capital letters have the meanings stated in the Instructions
to Bidders, the General Conditions, and the Supplementary Conditions. The City of Scranton
directives below apply to this project.

A.

All work and materials shall be in accordance with Pennsylvania Department of Transportation
Publication 408 specification, latest edition, unless herein supplemented, and Publication 72M
Roadway Construction (RC), latest edition.

Periodic inspections of the work, while in progress, and final inspection upon completion, will
be made by the Engineer and Owner.

Lines and grades, where necessary, will be set by the Contractor and, if necessary, checked by
an Engineer in the field. This includes all survey work necessary for construction of the project.

All materials, concrete, asphalt, aggregate shall be supplied from Pennsylvania Department of
Transportation approved sources. In lieu of this, certified test results from a reputable testing
agency indicating that the material meets all the Pennsylvania Department of Transportation
Specification will be required. Any such testing will be at the expense of the Contractor.

The Contractor shall be responsible for all utility adjustments including but not limited to the
bricking of any manhole rims and utility valves at no additional cost to the Owner. Riser rings
are not permitted as a part of this contract. The Contractor shall ensure that all utility facilities
are at the proper elevations after final wearing course is placed.



All curb, manholes, and valves are to be sealed the day of placement of the final wearing course.
As per a request by UGI, the contractor is not to seal any gas valves as a part of this contract.
The contractor is responsible to verify sealing with the utilities.

The Contractor shall be responsible for repair or replacement of any traffic signal equipment
(i.e., loop sensors) which may be damaged during construction. The Contractor shall ensure that
the traffic signals are operating properly upon completion of work.

No inspector's field office will be required.

All bids shall be made upon forms supplied by the Engineer. The bids must be typewritten or
printed legibly in ink.

The Contractor shall provide TWO (2) copies of all required certifications to the Engineer
sufficiently in advance of the construction to afford ample time for review and approval.

The Contractor shall contact DPW - City of Scranton, and the OECD Engineer for the City of
Scranton, before starting work, to coordinate any concerns regarding the construction.

Disposal of excess material and stakeout work shall be considered incidental to construction
and included within the other items bid.

. The Owner reserves the right at its option to waive any informalities, irregularities, defect,
errors, or omissions, in any or all proposals and to reject any or all proposal.

The Contractor is responsible to protect all concrete work until it has properly cured. If concrete
is defective or vandalized the contractor is responsible to replace damaged areas to nearest
construction joint at no additional cost to the owner.

The Contractor is to sawcut a clean and neat line at ALL roadways, sidewalk and driveway tie-in
locations minimum of 1 foot maximum of 3 feet or as directed by engineer.

Please note that quantities are for information only. Extra quantity has been figured in for
roadway, sidewalk and driveway adjustments.

All pavement markings are to be hot applied thermoplastic and shall be considered incidental to
the curb ramp items.

All bituminous curb is to be integrated into the pavement structure and shall be considered
incidental to the wearing course. All bituminous curbs must be replaced in kind or placed as
required to provide positive drainage.

There will be (No) Asphalt price adjustment for escalation costs.

Contractor is required to post “No Parking” signs at a minimum of 24 hours before construction
begins.

All required clearing and grubbing of vegetation and seeding and mulching is considered
incidental to this contract.

The Contractor will provide positive drainage with profile grading of gutter line in areas of
poor drainage to the maximum extent feasible.

. All Crosswalks are to be painted as international crosswalks (2’ wide 6’ long blocks)

ALL CONTRACTORS BIDDING ON THE “CITY OF SCRANTON OECD 2022 STREET IMPROVEMENTS
PROJECT”

ALL BIDDERS FOR THIS PROJECT MUST HAVE PRIOR TO BIDDING A VALID AND CURRENT
GENERAL CONTRACTOR’S LICENSE FOR THE CITY OF SCRANTON TO BE AWARDED THE
PROJECT



ARTICLE 7 — BID SUBMITTAL

BIDDER: [Indicate correct name of bidding entity]

By:

[Signature]

[Printed name]

(If Bidder is a corporation, a limited liability company, a
partnership, or a joint venture, attach evidence of authority
to sign.)

Attest:

[Signature]

[Printed name]

Title:

Submittal Date:

Address for giving notices:

Telephone Number:

Fax Number:

Contact Name and e-mail address:

Contract Number:

TOTAL BASE BID LUMP SUM $

Include Attachment 1(Schedule of Prices) with Bid



CITY OF SCRANTON 2022 OECD STREET IMPROVEMENTS PROJECT

SCHEDULE OF PRICES

BID FORM — ADDENDUM #1

ITEM QUANTITIES UNIT DESCRIPTION UNIT PRICE TOTALS

NUMBER

0608-0001 1 LS Mobilization

0316-0422 2565 SY Superpave Asphalt Mixture
Design, Flexible Base
Replacement, PG 64S-22, 0.3 to < 3
Million ESALs, 25.0 mm Mix, 4"
Depth

0413-0244 93793 SY Superpave Asphalt Mixture
Design, Wearing Course, PG 64S-
22, 0.3 TO < 3 Million ESALS, 9.5
MM Mix, 1 1/2" Depth, SRL-E

0413-1020 4162 Ton Superpave Asphalt Mixture
Design, Wearing Course (Scratch),
PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 Ibs, SRL-E

0413-6047 167 Ton Superpave Asphalt Mixture
Design, Binder Course, PG 64S-22,
0.3 to < 3 Million ESALS, 19.0 MM
Mix

0460-0001 93793 SY Asphalt Tack Coat

4491-0033 92414 SY Milling of Bituminous Pavement, 2

1/4" Depth, Material Retained by
the City of Scranton, Modified




SCHEDULE OF PRICES
CITY OF SCRANTON OECD 2022 STREET IMPROVEMENTS PROJECT
BID FORM

4491-0035 1389 SY Milling of Bituminous Pavement,
Variable Depth not to exceed 3
1/2", Material Retained by the City
of Scranton, Modified

4601-0452 640 LF 15" Thermoplastic Pipe, Group lll,
8'-2' Fill, Shore Trench Box

0901-0001 1 LS Maintenance and Protection of
Traffic

4962-1000 227 LF 4" White Waterborne Pavement
Markings, Double Application,
Modified

4962-1005 2700 LF 4" Yellow Waterborne Pavement
Markings, Double Application,
Modified

0960-0021 643 LF 24" White Hot Thermoplastic
Pavement Markings

0960-0222 2 EA White Hot Thermoplastic Legend,
"RIGHT ARROW",12'-0" X 3'- 0"

0960-0224 2 EA White Hot Thermoplastic Legend,
"LEFT ARROW", 12" -0" X 3' - 0"

0601-0353 XX LF 18" Thermoplastic Pipe, Group lll,
8'-2' FILL

9000-0001 1 EA Type | ADA Ramp, East Corey St

and Greenwood Ave

9000-0002 1 EA Type | ADA Ramp, East Corey St
and Greenwood Ave
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SCHEDULE OF PRICES

CITY OF SCRANTON OECD 2022 STREET IMPROVEMENTS PROJECT

BID FORM

9000-0003 1 EA Type | ADA Ramp, Wheeler Ave
and Linden St

9000-0004 1 EA Type | ADA Ramp, Wheeler Ave
and Linden St

9000-0005 1 EA Type | ADA Ramp, Wheeler Ave
and Mulberry St

9000-0006 1 EA Type | ADA Ramp, Wheeler Ave
and Mulberry St

9000-0007 1 EA Type | ADA Ramp, Capouse Ave
and Poplar St

9000-0008 1 EA Type | ADA Ramp, Capouse Ave
and Poplar St

9000-0009 1 EA Type | ADA Ramp, Capouse Ave
and Walnut St

9000-0010 1 EA Type | ADA Ramp, Capouse Ave
and Larch St

9000-0011 1 EA Type | ADA Ramp, New York St
and Capouse Ave

9000-0012 1 EA Type | ADA Ramp, New York St
and Capouse Ave

9000-0013 1 EA Type | ADA Ramp, New York St
and Capouse Ave

9000-0014 1300 LF Pipe Cleaning

TOTAL AMOUNT
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TABULATION OF QUANTITIES
CITY OF SCRANTON OECD 2022 STREET IMPROVEMENTS PROJECT

South Webster Avenue (Pear Street to Genet Street)

This work included full width milling and transition, tack coat, scratch course (90 Ibs/sy), and flexible
base replacement.

ITEM QUANTITIES UNIT DESCRIPTION
NUMBER
0316-0422 46 SY Superpave Asphalt Mixture Design, Flexible

Base Replacement, PG 64S-22,0.3to <3
Million ESALs, 25.0 mm Mix, 4" Depth

0413-0244 1650 SY Superpave Asphalt Mixture Design, Wearing
Course, PG 64S-22, 0.3 TO < 3 Million ESALS,
9.5 MM Mix, 1 1/2" Depth, SRL-E

0413-1020 263 Ton Superpave Asphalt Mixture Design, Wearing
Course (Scratch), PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 Ibs, SRL-E

0460-0001 1650 SY Asphalt Tack Coat

4491-0033 1650 SY Milling of Bituminous Pavement, 2 1/4" Depth,
Material Retained by the City of Scranton,
Modified

Winfield Avenue (Kane Street to Campbell Street)

This work included full width milling and transition, tack coat, scratch course (90 Ibs/sy), and flexible
base replacement.

ITEM QUANTITIES UNIT DESCRIPTION
NUMBER
0316-0422 109 SY Superpave Asphalt Mixture Design, Flexible

Base Replacement, PG 64S-22,0.3to <3
Million ESALs, 25.0 mm Mix, 4" Depth

0413-0244 4367 SY Superpave Asphalt Mixture Design, Wearing
Course, PG 64S-22, 0.3 TO < 3 Million ESALS,
9.5 MM Mix, 1 1/2" Depth, SRL-E

0413-1020 197 Ton Superpave Asphalt Mixture Design, Wearing
Course (Scratch), PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 Ibs, SRL-E

0460-0001 4367 SY Asphalt Tack Coat

4491-0033 4367 SY Milling of Bituminous Pavement, 2 1/4" Depth,
Material Retained by the City of Scranton,
Modified
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TABULATION OF QUANTITIES
CITY OF SCRANTON OECD 2022 STREET IMPROVEMENTS PROJECT

Stafford Avenue (Davis Street to Kane Street)

This work included full width milling and transition, tack coat, scratch course (90 Ibs/sy), and flexible
base replacement.

ITEM QUANTITIES UNIT DESCRIPTION
NUMBER
0316-0422 285 SY Superpave Asphalt Mixture Design, Flexible

Base Replacement, PG 64S-22,0.3to <3
Million ESALs, 25.0 mm Mix, 4" Depth

0413-0244 11409 SY Superpave Asphalt Mixture Design, Wearing
Course, PG 64S-22, 0.3 TO < 3 Million ESALS,
9.5 MM Mix, 1 1/2" Depth, SRL-E

0413-1020 514 Ton Superpave Asphalt Mixture Design, Wearing
Course (Scratch), PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 Ibs, SRL-E

0460-0001 11409 SY Asphalt Tack Coat

4491-0033 11409 SY Milling of Bituminous Pavement, 2 1/4" Depth,
Material Retained by the City of Scranton,
Modified

Herbert Street (South Webster Avenue to Saginaw Street)

This work included full width milling and transition, tack coat, scratch course (90 Ibs/sy), and flexible
base replacement.

ITEM QUANTITIES UNIT DESCRIPTION
NUMBER
0316-0422 56 SY Superpave Asphalt Mixture Design, Flexible

Base Replacement, PG 64S-22,0.3to <3
Million ESALs, 25.0 mm Mix, 4" Depth

0413-0244 2250 SY Superpave Asphalt Mixture Design, Wearing
Course, PG 64S-22, 0.3 TO < 3 Million ESALS,
9.5 MM Mix, 1 1/2" Depth, SRL-E

0413-1020 101 Ton Superpave Asphalt Mixture Design, Wearing
Course (Scratch), PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 Ibs, SRL-E

0460-0001 2250 SY Asphalt Tack Coat

4491-0033 2250 SY Milling of Bituminous Pavement, 2 1/4" Depth,
Material Retained by the City of Scranton,
Modified

Page 5



TABULATION OF QUANTITIES
CITY OF SCRANTON OECD 2022 STREET IMPROVEMENTS PROJECT

Belvedere Drive (Herbert Street to Saginaw Street)

This work included full width milling and transition, tack coat, scratch course (90 Ibs/sy), and flexible
base replacement.

ITEM QUANTITIES UNIT DESCRIPTION
NUMBER
0316-0422 54 SY Superpave Asphalt Mixture Design, Flexible

Base Replacement, PG 64S-22,0.3to <3
Million ESALs, 25.0 mm Mix, 4" Depth

0413-0244 2146 SY Superpave Asphalt Mixture Design, Wearing
Course, PG 64S-22, 0.3 TO < 3 Million ESALS,
9.5 MM Mix, 1 1/2" Depth, SRL-E

0413-1020 97 Ton Superpave Asphalt Mixture Design, Wearing
Course (Scratch), PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 Ibs, SRL-E

0460-0001 2146 SY Asphalt Tack Coat

4491-0033 2146 SY Milling of Bituminous Pavement, 2 1/4" Depth,
Material Retained by the City of Scranton,
Modified

Thunderbird Drive (Herbert Street to Saginaw Street)

This work included full width milling and transition, tack coat, scratch course (90 Ibs/sy), and flexible
base replacement.

ITEM QUANTITIES UNIT DESCRIPTION
NUMBER
0316-0422 51 SY Superpave Asphalt Mixture Design, Flexible

Base Replacement, PG 64S-22, 0.3to <3
Million ESALSs, 25.0 mm Mix, 4" Depth

0413-0244 2037 SY Superpave Asphalt Mixture Design, Wearing
Course, PG 64S-22, 0.3 TO < 3 Million ESALS,
9.5 MM Mix, 1 1/2" Depth, SRL-E

0413-1020 92 Ton Superpave Asphalt Mixture Design, Wearing
Course (Scratch), PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 Ibs, SRL-E

0460-0001 2037 SY Asphalt Tack Coat

4491-0033 2037 SY Milling of Bituminous Pavement, 2 1/4" Depth,
Material Retained by the City of Scranton,
Modified
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TABULATION OF QUANTITIES
CITY OF SCRANTON OECD 2022 STREET IMPROVEMENTS PROJECT

Saginaw Street (South Webster Avenue to Stafford Avenue)

This work included full width milling and transition, tack coat, scratch course (90 Ibs/sy), and flexible
base replacement.

ITEM QUANTITIES UNIT DESCRIPTION
NUMBER
0316-0422 225 SY Superpave Asphalt Mixture Design, Flexible

Base Replacement, PG 64S-22,0.3to <3
Million ESALs, 25.0 mm Mix, 4" Depth

0413-0244 8982 SY Superpave Asphalt Mixture Design, Wearing
Course, PG 64S-22, 0.3 TO < 3 Million ESALS,
9.5 MM Mix, 1 1/2" Depth, SRL-E

0413-1020 404 Ton Superpave Asphalt Mixture Design, Wearing
Course (Scratch), PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 Ibs, SRL-E

0460-0001 8982 SY Asphalt Tack Coat

4491-0033 8982 SY Milling of Bituminous Pavement, 2 1/4" Depth,
Material Retained by the City of Scranton,
Modified

Genet Street (South Webster Avenue to Gallagher Court)

This work included full width milling and transition, tack coat, scratch course (90 Ibs/sy), and flexible
base replacement.

ITEM QUANTITIES UNIT DESCRIPTION
NUMBER
0316-0422 14 SY Superpave Asphalt Mixture Design, Flexible

Base Replacement, PG 64S-22, 0.3to <3
Million ESALSs, 25.0 mm Mix, 4" Depth

0413-0244 568 SY Superpave Asphalt Mixture Design, Wearing
Course, PG 64S-22, 0.3 TO < 3 Million ESALS,
9.5 MM Mix, 1 1/2" Depth, SRL-E

0413-1020 26 Ton Superpave Asphalt Mixture Design, Wearing
Course (Scratch), PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 Ibs, SRL-E

0460-0001 568 SY Asphalt Tack Coat

4491-0033 568 SY Milling of Bituminous Pavement, 2 1/4" Depth,
Material Retained by the City of Scranton,
Modified
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TABULATION OF QUANTITIES
CITY OF SCRANTON OECD 2022 STREET IMPROVEMENTS PROJECT

Campbell Street (Pittston Avenue to Winfeild Avenue)

This work included full width milling and transition, tack coat, scratch course (90 Ibs/sy), and flexible
base replacement.

ITEM QUANTITIES UNIT DESCRIPTION
NUMBER
0316-0422 35 SY Superpave Asphalt Mixture Design, Flexible

Base Replacement, PG 64S-22,0.3to <3
Million ESALs, 25.0 mm Mix, 4" Depth

0413-0244 1418 SY Superpave Asphalt Mixture Design, Wearing
Course, PG 64S-22, 0.3 TO < 3 Million ESALS,
9.5 MM Mix, 1 1/2" Depth, SRL-E

0413-1020 64 Ton Superpave Asphalt Mixture Design, Wearing
Course (Scratch), PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 Ibs, SRL-E

0460-0001 1418 SY Asphalt Tack Coat

4491-0033 1418 SY Milling of Bituminous Pavement, 2 1/4" Depth,
Material Retained by the City of Scranton,
Modified

Grimes Avenue (Pear Street to East EIm Street)

This work included full width milling and transition, tack coat, scratch course (90 Ibs/sy), and flexible
base replacement.

ITEM QUANTITIES UNIT DESCRIPTION
NUMBER
0316-0422 69 SY Superpave Asphalt Mixture Design, Flexible

Base Replacement, PG 64S-22, 0.3to <3
Million ESALSs, 25.0 mm Mix, 4" Depth

0413-0244 1389 SY Superpave Asphalt Mixture Design, Wearing
Course, PG 64S-22, 0.3 TO < 3 Million ESALS,
9.5 MM Mix, 1 1/2" Depth, SRL-E

0413-1020 63 Ton Superpave Asphalt Mixture Design, Wearing
Course (Scratch), PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 Ibs, SRL-E

0413-6047 167 Ton Superpave Asphalt Mixture Design, Binder
Course, PG 64S-22, 0.3 to < 3 Million ESALS,
19.0 MM Mix

4491-0035 1389 SY Milling of Bituminous Pavement, Variable

Depth not to exceed 3 1/2", Material Retained
by the City of Scranton, Modified
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TABULATION OF QUANTITIES
CITY OF SCRANTON OECD 2022 STREET IMPROVEMENTS PROJECT

West Locust Street (DeSales Avenue to Parrott Avenue — Pipe Replacement)

This work included installation of a of a new 15” HDPE Pipe, pipe cleaning, full width milling and
transition, tack coat, scratch course (90 Ibs/sy), and flexible base replacement.

ITEM QUANTITIES UNIT DESCRIPTION
NUMBER
0316-0422 180 SY Superpave Asphalt Mixture Design, Flexible

Base Replacement, PG 64S-22,0.3to <3
Million ESALSs, 25.0 mm Mix, 4" Depth

0413-0244 1806 SY Superpave Asphalt Mixture Design, Wearing
Course, PG 64S-22, 0.3 TO < 3 Million ESALS,
9.5 MM Mix, 1 1/2" Depth, SRL-E

0413-1020 82 Ton Superpave Asphalt Mixture Design, Wearing
Course (Scratch), PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 Ibs, SRL-E

0460-0001 1806 SY Asphalt Tack Coat

4491-0033 1806 SY Milling of Bituminous Pavement, 2 1/4" Depth,
Material Retained by the City of Scranton,
Modified

4601-0452 640 LF 15" Thermoplastic Pipe, Group lll, 8'-2' FILL,

Shore Trench Box

9000-0014 1300 LF Pipe Flushing

East Corey Street (Pittston Avenue to Plant Entrance)

This work included full width milling and transition, tack coat, scratch course (90 Ibs/sy), and flexible
base replacement.

ITEM QUANTITIES UNIT DESCRIPTION
NUMBER
0316-0422 65 SY Superpave Asphalt Mixture Design, Flexible

Base Replacement, PG 64S-22,0.3to <3
Million ESALs, 25.0 mm Mix, 4" Depth

0413-0244 2594 SY Superpave Asphalt Mixture Design, Wearing
Course, PG 64S-22, 0.3 TO < 3 Million ESALS,
9.5 MM Mix, 1 1/2" Depth, SRL-E
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TABULATION OF QUANTITIES

CITY OF SCRANTON OECD 2022 STREET IMPROVEMENTS PROJECT

0413-1020 117 Ton Superpave Asphalt Mixture Design, Wearing
Course (Scratch), PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 lbs, SRL-E

0460-0001 2594 SY Asphalt Tack Coat

4491-0033 2594 SY Milling of Bituminous Pavement, 2 1/4" Depth,
Material Retained by the City of Scranton,
Modified

9000-0001 1 EA Type | ADA Ramp, East Corey St and
Greenwood Ave

9000-0002 1 EA Type | ADA Ramp, East Corey St and

Greenwood Ave
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TABULATION OF QUANTITIES
CITY OF SCRANTON OECD 2022 STREET IMPROVEMENTS PROJECT

Powell Court (Warner Street to Birney Avenue)

This work included full width milling and transition, tack coat, scratch course (90 Ibs/sy), flexible base
replacement, and line striping.

ITEM QUANTITIES UNIT DESCRIPTION
NUMBER
0316-0422 32 SY Superpave Asphalt Mixture Design, Flexible

Base Replacement, PG 64S-22,0.3to <3
Million ESALs, 25.0 mm Mix, 4" Depth

0413-0244 1289 SY Superpave Asphalt Mixture Design, Wearing
Course, PG 64S-22, 0.3 TO < 3 Million ESALS,
9.5 MM Mix, 1 1/2" Depth, SRL-E

0413-1020 58 Ton Superpave Asphalt Mixture Design, Wearing
Course (Scratch), PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 Ibs, SRL-E

0460-0001 1289 SY Asphalt Tack Coat

4491-0033 1289 SY Milling of Bituminous Pavement, 2 1/4" Depth,
Material Retained by the City of Scranton,
Modified

Unnamed Alley (Cedar Avenue to Birney Avenue)

This work included full width milling and transition, tack coat, scratch course (90 Ibs/sy), flexible base
replacement, and line striping.

ITEM QUANTITIES UNIT DESCRIPTION
NUMBER
0316-0422 11 SY Superpave Asphalt Mixture Design, Flexible

Base Replacement, PG 64S-22, 0.3to <3
Million ESALSs, 25.0 mm Mix, 4" Depth

0413-0244 440 SY Superpave Asphalt Mixture Design, Wearing
Course, PG 64S-22, 0.3 TO < 3 Million ESALS,
9.5 MM Mix, 1 1/2" Depth, SRL-E

0413-1020 20 Ton Superpave Asphalt Mixture Design, Wearing
Course (Scratch), PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 Ibs, SRL-E

0460-0001 440 SY Asphalt Tack Coat

4491-0033 440 SY Milling of Bituminous Pavement, 2 1/4" Depth,
Material Retained by the City of Scranton,
Modified

Page 11



TABULATION OF QUANTITIES
CITY OF SCRANTON OECD 2022 STREET IMPROVEMENTS PROJECT

Wheeler Avenue (Mulberry Street to Linden Street)

This work included full width milling and transition, tack coat, scratch course (90 Ibs/sy), flexible base
replacement.

ITEM QUANTITIES UNIT DESCRIPTION

NUMBER

9000-0003 1 EA Type | ADA Ramp, Wheeler Ave and Linden
St

9000-0004 1 EA Type | ADA Ramp, Wheeler Ave and Linden
St

9000-0005 1 EA Type | ADA Ramp, Wheeler Ave and
Mulberry St

9000-0006 1 EA Type | ADA Ramp, Wheeler Ave and
Mulberry St
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TABULATION OF QUANTITIES
CITY OF SCRANTON OECD 2022 STREET IMPROVEMENTS PROJECT

Stipp Court (Mulberry Street to Roselynn Street)

This work included full width milling and transition, tack coat, scratch course (90 Ibs/sy), flexible base
replacement.

ITEM QUANTITIES UNIT DESCRIPTION
NUMBER
0316-0422 35 SY Superpave Asphalt Mixture Design, Flexible

Base Replacement, PG 64S-22, 0.3to <3
Million ESALSs, 25.0 mm Mix, 4" Depth

0413-0244 1408 SY Superpave Asphalt Mixture Design, Wearing
Course, PG 64S-22, 0.3 TO < 3 Million ESALS,
9.5 MM Mix, 1 1/2" Depth, SRL-E

0413-1020 63 Ton Superpave Asphalt Mixture Design, Wearing
Course (Scratch), PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 Ibs, SRL-E

0460-0001 1408 SY Asphalt Tack Coat

4491-0033 1408 SY Milling of Bituminous Pavement, 2 1/4" Depth,
Material Retained by the City of Scranton,
Modified
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TABULATION OF QUANTITIES
CITY OF SCRANTON OECD 2022 STREET IMPROVEMENTS PROJECT

Penn Avenue (Vine Street to Olive Street)

This work included full width milling and transition, tack coat, scratch course (90 Ibs/sy), and flexible
base replacement, and line stripping.

ITEM QUANTITIES UNIT DESCRIPTION
NUMBER
0316-0422 57 SY Superpave Asphalt Mixture Design, Flexible

Base Replacement, PG 64S-22,0.3to <3
Million ESALs, 25.0 mm Mix, 4" Depth

0413-0244 2263 SY Superpave Asphalt Mixture Design, Wearing
Course, PG 64S-22, 0.3 TO < 3 Million ESALS,
9.5 MM Mix, 1 1/2" Depth, SRL-E

0413-1020 102 Ton Superpave Asphalt Mixture Design, Wearing
Course (Scratch), PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 Ibs, SRL-E

0460-0001 2263 SY Asphalt Tack Coat

4491-0033 2263 SY Milling of Bituminous Pavement, 2 1/4" Depth,
Material Retained by the City of Scranton,
Modified

4962-1000 98 LF 4" White Waterborne Pavement Markings,

Double Application, Modified

4962-1005 872 LF 4" Yellow Waterborne Pavement Markings,
Double Application, Modified

0960-0021 174 LF 24" White Hot Thermoplastic Pavement
Markings
0960-0222 2 EA White Hot Thermoplastic Legend, "RIGHT

ARROW", 12'-0" X 3'- 0"
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TABULATION OF QUANTITIES
CITY OF SCRANTON OECD 2022 STREET IMPROVEMENTS PROJECT

Olive Street (North Washington Avenue to Railroad bridge at Penn Avenue)

This work included full width milling and transition, tack coat, scratch course (90 Ibs/sy), and flexible
base replacement, and line stripping.

ITEM QUANTITIES UNIT DESCRIPTION
NUMBER
0316-0422 111 SY Superpave Asphalt Mixture Design, Flexible

Base Replacement, PG 64S-22, 0.3to <3
Million ESALSs, 25.0 mm Mix, 4" Depth

0413-0244 4459 SY Superpave Asphalt Mixture Design, Wearing
Course, PG 64S-22, 0.3 TO < 3 Million ESALS,
9.5 MM Mix, 1 1/2" Depth, SRL-E

0413-1020 201 Ton Superpave Asphalt Mixture Design, Wearing
Course (Scratch), PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 Ibs, SRL-E

0460-0001 4459 SY Asphalt Tack Coat

4491-0033 4459 SY Milling of Bituminous Pavement, 2 1/4" Depth,
Material Retained by the City of Scranton,
Modified

4962-1005 826 LF 4" Yellow Waterborne Pavement Markings,

Double Application, Modified

0960-0021 207 LF 24" White Hot Thermoplastic Pavement
Markings
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TABULATION OF QUANTITIES
CITY OF SCRANTON OECD 2022 STREET IMPROVEMENTS PROJECT

Olive Street (Trail Crossing to Providence Road)

This work included full width milling and transition, tack coat, scratch course (90 Ibs/sy), and flexible
base replacement, and line stripping.

ITEM QUANTITIES UNIT DESCRIPTION
NUMBER
0316-0422 126 SY Superpave Asphalt Mixture Design, Flexible

Base Replacement, PG 64S-22, 0.3to <3
Million ESALSs, 25.0 mm Mix, 4" Depth

0413-0244 5038 SY Superpave Asphalt Mixture Design, Wearing
Course, PG 64S-22, 0.3 TO < 3 Million ESALS,
9.5 MM Mix, 1 1/2" Depth, SRL-E

0413-1020 227 Ton Superpave Asphalt Mixture Design, Wearing
Course (Scratch), PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 Ibs, SRL-E

0460-0001 5038 SY Asphalt Tack Coat

4491-0033 5038 SY Milling of Bituminous Pavement, 2 1/4" Depth,
Material Retained by the City of Scranton,
Modified

4962-1005 760 LF 4" Yellow Waterborne Pavement Markings,

Double Application, Modified

0960-0021 180 LF 24" White Hot Thermoplastic Pavement
Markings

Page 16



TABULATION OF QUANTITIES
CITY OF SCRANTON OECD 2022 STREET IMPROVEMENTS PROJECT

Mineral Avenue (Olive Street to Mica Street)

This work included full width milling and transition, tack coat, scratch course (90 Ibs/sy), and flexible
base replacement.

ITEM QUANTITIES UNIT DESCRIPTION
NUMBER
0316-0422 43 SY Superpave Asphalt Mixture Design, Flexible

Base Replacement, PG 64S-22, 0.3to <3
Million ESALSs, 25.0 mm Mix, 4" Depth

0413-0244 1727 SY Superpave Asphalt Mixture Design, Wearing
Course, PG 64S-22, 0.3 TO < 3 Million ESALS,
9.5 MM Mix, 1 1/2" Depth, SRL-E

0413-1020 78 Ton Superpave Asphalt Mixture Design, Wearing
Course (Scratch), PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 Ibs, SRL-E

0460-0001 1727 SY Asphalt Tack Coat

4491-0033 1727 SY Milling of Bituminous Pavement, 2 1/4" Depth,
Material Retained by the City of Scranton,
Modified

Mica Street (Olive Street to Barrett Court)

This work included full width milling and transition, tack coat, scratch course (90 Ibs/sy), and flexible
base replacement.

ITEM QUANTITIES UNIT DESCRIPTION
NUMBER
0316-0422 11 SY Superpave Asphalt Mixture Design, Flexible

Base Replacement, PG 64S-22,0.3to <3
Million ESALs, 25.0 mm Mix, 4" Depth

0413-0244 432 SY Superpave Asphalt Mixture Design, Wearing
Course, PG 64S-22, 0.3 TO < 3 Million ESALS,
9.5 MM Mix, 1 1/2" Depth, SRL-E

0413-1020 19 Ton Superpave Asphalt Mixture Design, Wearing
Course (Scratch), PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 Ibs, SRL-E

0460-0001 432 SY Asphalt Tack Coat

4491-0033 432 SY Milling of Bituminous Pavement, 2 1/4" Depth,
Material Retained by the City of Scranton,
Modified
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TABULATION OF QUANTITIES
CITY OF SCRANTON OECD 2022 STREET IMPROVEMENTS PROJECT

Kilby Place (North Main Avenue to North Summer Avenue)

This work included full width milling and transition, tack coat, scratch course (90 Ibs/sy), and flexible
base replacement.

ITEM QUANTITIES UNIT DESCRIPTION
NUMBER
0316-0422 25 SY Superpave Asphalt Mixture Design, Flexible

Base Replacement, PG 64S-22, 0.3to <3
Million ESALSs, 25.0 mm Mix, 4" Depth

0413-0244 1019 SY Superpave Asphalt Mixture Design, Wearing
Course, PG 64S-22, 0.3 TO < 3 Million ESALS,
9.5 MM Mix, 1 1/2" Depth, SRL-E

0413-1020 46 Ton Superpave Asphalt Mixture Design, Wearing
Course (Scratch), PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 Ibs, SRL-E

0460-0001 1019 SY Asphalt Tack Coat

4491-0033 1019 SY Milling of Bituminous Pavement, 2 1/4" Depth,
Material Retained by the City of Scranton,
Modified

Tripp Place (North Main Avenue to expressway)

This work included full width milling and transition, tack coat, scratch course (90 Ibs/sy), and flexible
base replacement.

ITEM QUANTITIES UNIT DESCRIPTION
NUMBER
0316-0422 38 SY Superpave Asphalt Mixture Design, Flexible

Base Replacement, PG 64S-22,0.3to <3
Million ESALs, 25.0 mm Mix, 4" Depth

0413-0244 1524 SY Superpave Asphalt Mixture Design, Wearing
Course, PG 64S-22, 0.3 TO < 3 Million ESALS,
9.5 MM Mix, 1 1/2" Depth, SRL-E

0413-1020 69 Ton Superpave Asphalt Mixture Design, Wearing
Course (Scratch), PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 Ibs, SRL-E

0460-0001 1524 SY Asphalt Tack Coat

4491-0033 1524 SY Milling of Bituminous Pavement, 2 1/4" Depth,
Material Retained by the City of Scranton,
Modified
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TABULATION OF QUANTITIES
CITY OF SCRANTON OECD 2022 STREET IMPROVEMENTS PROJECT

North Decker Court (Kilby Place to Pierce Street)

This work included full width milling and transition, tack coat, scratch course (90 Ibs/sy), and flexible
base replacement.

ITEM QUANTITIES UNIT DESCRIPTION
NUMBER
0316-0422 52 SY Superpave Asphalt Mixture Design, Flexible

Base Replacement, PG 64S-22,0.3to <3
Million ESALs, 25.0 mm Mix, 4" Depth

0413-0244 208 SY Superpave Asphalt Mixture Design, Wearing
Course, PG 64S-22, 0.3 TO < 3 Million ESALS,
9.5 MM Mix, 1 1/2" Depth, SRL-E

0413-1020 9 Ton Superpave Asphalt Mixture Design, Wearing
Course (Scratch), PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 Ibs, SRL-E

0460-0001 208 SY Asphalt Tack Coat

4491-0033 208 SY Milling of Bituminous Pavement, 2 1/4" Depth,
Material Retained by the City of Scranton,
Modified

Court Street (North Main Avenue to Euclid Avenue)

This work included full width milling and transition, tack coat, scratch course (90 Ibs/sy), and flexible
base replacement.

ITEM QUANTITIES UNIT DESCRIPTION
NUMBER
0316-0422 191 SY Superpave Asphalt Mixture Design, Flexible

Base Replacement, PG 64S-22, 0.3to <3
Million ESALSs, 25.0 mm Mix, 4" Depth

0413-0244 7630 SY Superpave Asphalt Mixture Design, Wearing
Course, PG 64S-22, 0.3 TO < 3 Million ESALS,
9.5 MM Mix, 1 1/2" Depth, SRL-E

0413-1020 343 Ton Superpave Asphalt Mixture Design, Wearing
Course (Scratch), PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 Ibs, SRL-E

0460-0001 7630 SY Asphalt Tack Coat

4491-0033 7630 SY Milling of Bituminous Pavement, 2 1/4" Depth,
Material Retained by the City of Scranton,
Modified
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TABULATION OF QUANTITIES
CITY OF SCRANTON OECD 2022 STREET IMPROVEMENTS PROJECT

Capouse Avenue (Ash Street to Green Ridge Street)

This work included full width milling and transition, tack coat, scratch course (90 Ibs/sy), flexible base
replacement.

ITEM QUANTITIES UNIT DESCRIPTION
NUMBER
0316-0422 425 SY Superpave Asphalt Mixture Design, Flexible

Base Replacement, PG 64S-22, 0.3to <3
Million ESALSs, 25.0 mm Mix, 4" Depth

0413-0244 16987 SY Superpave Asphalt Mixture Design, Wearing
Course, PG 64S-22, 0.3 TO < 3 Million ESALS,
9.5 MM Mix, 1 1/2" Depth, SRL-E

0413-1020 764 Ton Superpave Asphalt Mixture Design, Wearing
Course (Scratch), PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 Ibs, SRL-E

0460-0001 16987 SY Asphalt Tack Coat

4491-0033 16987 SY Milling of Bituminous Pavement, 2 1/4" Depth,
Material Retained by the City of Scranton,
Modified

9000-0007 1 EA Type | ADA Ramp, Capouse Ave and Poplar
St

9000-0008 1 EA Type | ADA Ramp, Capouse Ave and Poplar
St

9000-0009 1 EA Type | ADA Ramp, Capouse Ave and Walnut
St

9000-0010 1 EA Type | ADA Ramp, Capouse Ave and Larch
St

9000-0011 1 EA Type | ADA Ramp, New York St and

Capouse Ave

9000-0012 1 EA Type | ADA Ramp, New York St and
Capouse Ave

9000-0013 1 EA Type | ADA Ramp, New York St and
Capouse Ave
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TABULATION OF QUANTITIES
CITY OF SCRANTON OECD 2022 STREET IMPROVEMENTS PROJECT

7th Street (Lackawanna Avenue to 200’ past the railroad bridge)

This work included full width milling and transition, tack coat, scratch course (90 Ibs/sy), flexible base
replacement, and line stripping.

ITEM QUANTITIES UNIT DESCRIPTION
NUMBER
0316-0422 83 SY Superpave Asphalt Mixture Design, Flexible

Base Replacement, PG 64S-22,0.3to <3
Million ESALs, 25.0 mm Mix, 4" Depth

0413-0244 3313 SY Superpave Asphalt Mixture Design, Wearing
Course, PG 64S-22, 0.3 TO < 3 Million ESALS,
9.5 MM Mix, 1 1/2" Depth, SRL-E

0413-1020 149 Ton Superpave Asphalt Mixture Design, Wearing
Course (Scratch), PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 Ibs, SRL-E

0460-0001 3313 SY Asphalt Tack Coat

4491-0033 3313 SY Milling of Bituminous Pavement, 2 1/4" Depth,
Material Retained by the City of Scranton,
Modified

4962-1000 129 LF 4" White Waterborne Pavement Markings,

Double Application, Modified

4962-1005 242 LF 4" Yellow Waterborne Pavement Markings,
Double Application, Modified

0960-0021 82 LF 24" White Hot Thermoplastic Pavement
Markings
0960-0224 2 EA White Hot Thermoplastic Legend, "LEFT

ARROW", 12'-0" X 3'- 0"
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TABULATION OF QUANTITIES
CITY OF SCRANTON OECD 2022 STREET IMPROVEMENTS PROJECT

West Locust Street (12t Street to Dale Drive to end of the street)

This work included full width milling and transition, tack coat, scratch course (90 Ibs/sy), flexible base
replacement, and line striping.

ITEM QUANTITIES UNIT DESCRIPTION
NUMBER
0316-0422 136 SY Superpave Asphalt Mixture Design, Flexible

Base Replacement, PG 64S-22, 0.3to <3
Million ESALSs, 25.0 mm Mix, 4" Depth

0413-0244 5450 SY Superpave Asphalt Mixture Design, Wearing
Course, PG 64S-22, 0.3 TO < 3 Million ESALS,
9.5 MM Mix, 1 1/2" Depth, SRL-E

0413-1020 245 Ton Superpave Asphalt Mixture Design, Wearing
Course (Scratch), PG 64S-22, 0.3 to < 3 Million
ESALs, 9.5 mm Mix, 90 Ibs, SRL-E

0460-0001 5450 SY Asphalt Tack Coat

4491-0033 5450 SY Milling of Bituminous Pavement, 2 1/4" Depth,
Material Retained by the City of Scranton,
Modified
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SCHEDULE OF UNIT PRICES

A. Item # 4491-0033 Milling of Asphalt Pavement Surface, 2 1/4" Depth, Material
Retained by City of Scranton, Modified

In accordance with Sections 0491 of PENNDOT Publication 408 latest edition except as
modified herein:

Depth of milling activities shall be 2 1/4” in depth

B. Item # 4491-0035 Milling of Asphalt Pavement Surface, Variable Depth not to eceed
3 '2”, Material Retained by City of Scranton, Modified

In accordance with Sections 0491 of PENNDOT Publication 408 latest edition except as
modified herein:

Depth of milling activities shall be 3 1/2” in depth
C. Item# 4601-0452 15” Thermoplastic Pipe, Group lll, 8’-2’ Fill, Shore Trench Box

1. Description: SECTION 601.4 (a) Pipe Culverts and Relaid Pipe Culverts. Add to the
second sentence: Includes excavation, removal of existing pipe, sawcutting of existing
pavement, 2A subbase backfill, 25MM base course restoration and tacking/sealing of all
joints. No additional payment will be made if rock is encountered.

Material — In accordance with Section 601 and add the following:

1. Superpave Asphalt Base, HMA Base Course, PG 64-22S, <0.3 Million ESALS,
25.0mm Mix — Section 313

2. Subbase (NO. 2A) — Section 350

3. Aggregate — Section 350

4. Pipe — Thermoplastic — Section 601

2. Measurement and Payment: Linear Feet

D. Item # 4962-1000 4” White Waterborne Pavement Markings, Double Application,
Modified

In accordance with Sections 0962 of PENNDOT Publication 408 latest edition except as
modified herein:

Apply a second coat of line stripping after first application has dried.

E. Item # 4962-1005 4” Yellow Waterborne Pavement Markings, Double Application,
Modified
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In accordance with Sections 962 of PENNDOT Publication 408 latest edition except as
modified herein:

Apply a second coat of line stripping after first application has dried.

Item # 9000-0001 Curb Ramp, Type | ADA Ramp, East Corey St and Greenwood
Ave

Item # 9000-0002 Curb Ramp, Type | ADA Ramp, East Corey St and Greenwood
Ave

Item # 9000-0003 Curb Ramp, Type | ADA Ramp, Wheeler Ave and Linden St
Item# 9000-0004 Curb Ramp, Type | ADA Ramp, Wheeler Ave and Linden St

Item # 9000-0005 Curb Ramp, Type | ADA Ramp, Wheeler Ave and Mulberry St
Item # 9000-0006 Curb Ramp, Type | ADA Ramp, Wheeler Ave and Mulberry St
Item # 9000-0007 Curb Ramp, Type | ADA Ramp, Capouse Ave and Poplar St

Item # 9000-0008 Curb Ramp, Type | ADA Ramp, Capouse Ave and Poplar St

Item # 9000-0009 Curb Ramp, Type | ADA Ramp, Capouse Ave and Wainut St
Item # 9000-0010 Curb Ramp, Type | ADA Ramp, Capouse Ave and Larch St

Item # 9000-0011 Curb Ramp, Type | ADA Ramp, New York St and Capouse Ave
Item # 9000-0012 Curb Ramp, Type | ADA Ramp, New York St and Capouse Ave
Item # 9000-0013 Curb Ramp, Type | ADA Ramp, New York St and Capouse Ave

Description: This work is for the constructing of a new specified Type Curb Ramp in
accordance to RC- 67M. The unit price includes furnishing personnel, equipment,
and materials to complete the work in place. All required excavation, grading,
topsoil, seeding and mulch in areas of new sidewalk shall be considered incidental
to the item. Consider the items and materials listed below incidental to the Curb
Ramp item:

In accordance with Sections 203,313,350, 630, 676, 695, 705, 711, 802, 804, 805 and
1001 of PENNDOT Publication 408 latest edition except as modified herein:

Material — In accordance with Section 676.2 and add the following:

Superpave Asphalt Base, HMA Base Course, PG 64-22S, <0.3 Million ESALS,
25.0mm Mix — Section 313

Subbase (NO. 2A) — Section 350

Class A Cement Concrete — Section 704

Aggregate — Section 350

Concrete Curb/Cheek Wall - Section 630

Premolded Expansion Joint Filler — Section 705

Concrete Curing Compound — Section 711

Curing and Protecting Covers — Section 711

Mortar — Section 1001

Joint Sealing Material — Section 705

Detectable Warning Surface — Section 695

Topsoil — Section 802

Seeding and Soil Supplements — Section 804 (Formula B)

Mulching — Hay — Section 805

Provide a DWS product from a manufacturer listed in Bulletin 15 and meeting the
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requirements of the Americans with Disabilities Act Accessibility Guidelines
(ADAAG). Provide certification as specified in Section 106.03(b)3 that the DWS
meets the following ADAAG criteria.

o General. Detectable warning surfaces with the surface comprised of
truncated domes. Dome size and spacing as specified and as indicated on
Standard Drawing RC-67M.

o Surface. Slip resistant.

o Contrast. Provide a DWS color, as approved by the Representative,
that contrasts visually with adjacent walking surfaces either light-on-
dark or dark-on-light.

Construction — In accordance with Section 676 and add the following:
Con